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License Agreement

NOTICE TO USER: THIS SOFTWARE PACKAGE IS A CONTRACT. BY INSTALLING THE
SOFTWARE YOU ACCEPT ALL THE TERMS AND CONDITIONS OF THIS AGREEMENT.

1. Use of the Software. You may install and use the software only for the purpose
intended.
2. Copyright. You may not duplicate or copy the software or documentation, except that

you may make one backup copy of the software. All copies must bear copyright
notices contained in the original copy.

3. Limited Warranty. Axxess ldentification warrants that the software will perform
substantially in accordance with the printed documentation when correctly installed
on a properly configured computer for which it is intended. Axxess Identification
warrants the compact disc upon which this product is recorded to be free from defects
in materials and workmanship under normal use for a period of five years from the
date of purchase. During the warranty period Axxess ldentification will replace
compact discs, which prove to be defective.

4, Axxess Identification does not warrant and cannot warrant the performance or results
you obtain by using the software or documentation. In no event will Axxess
Identification be liable to you for any consequential, incidental or special damages.
For further warranty information, please contact Axxess ldentification.
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AX200 Installation

This Installation Guide details the initial setup and steps to get the AX200 software
operational. For further information and additional features please refer to the AX200 software
manual.

Complete software installation and TCP/IP configuration must be performed whilst logged into
Windows with full Windows Administration rights.

Recommended H ardware Specification

Processor : Intel Pentium 2.0 GHz (or equivalent) (Core 2 Duo Recommended)

Memory : 1GB of RAM (2GB Recommended)

Hard Disk : 2GB of Free Disk Space (dependant on size of database and amount of backups)
CDROM Drive

Screen Resolution : 1024x768

Operating System : Windows NT, 2000, XP Professional (SP2), Vista and Server 2003

COM Port if stand alone AX100 and AX150 are used

Ethernet Port

D Main Scicen
Fie Corfigusion Jods BepatHep

AX200 Software Setup
1. Install the AX200 software. Insert

the CD, if auto run is disabled then
click Start and select Run. Enter AX200
d:\setup.exe in the text box and Access Control System
click OK. (Note substitute the CD-
ROM drive letter in place of d)
Follow the on screen instructions to
complete the installation.

2. Ensure that the PC is connected to
the network and t
connected to the network but
powered off.

3. Ensure that the PC has a fixed IP
address.

4. Start the AX200 software and enter
the user name and password to
l ogin. The def dal
and the def aulot. pi
Allow the software to initialise.

5. Power up the first AX200 and the
AX100(s) connected to this
controller.

6. Click on the Access point button
located near the bottom left on the
screen.

7. Click on the last Tab Sheet labelled as Device Manager.
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8. Wait for approximately 10 seconds and the device manager will seek all of the

AX2006s connected to the network that are p
2

di splayed in red; previously configured
previously configured but not online will be displayed as Grey with a red cross)
Double click on the Red AX200.

9. Click onthe ? at the end
of the Server IP address. Access Paifit Configuration
The Server IP address [ = I ]
will fill in. On local area

networks (LAN) the R —
Device IP address and LS S
the Server IP address will .
match for the first 3

This P sddiess e free.

numbers (Segment

address) and the last
number will be unique to Cimm L ew
the AX200.

NS,
Bst| | ALBEE | E)cmhe s | - ManScmen | oo ot Cerbpat [[ Tepin Sominas || SIDE ENFLB 147m

10. Enter a name for the AX200 and an IP address for the device. To ensure that this IP
address is not already assigned click on the ? next to the device IP address. Do not
use an IP address that is already assigned as this will cause the system not to
operate correctly. Enter the subnet mask and if advised by the network administration
manager, enter the gateway IP address for this device.

11. Click on the download
button and confirm by
clicking yes. After
approximately 5 seconds
the AX100 add wizard
will appear.

Access Paint Configuration

System ound riw device wih paameters:
Devioa ID: 004287
Device

Gioup:
Dewios Type: ARKI2 - AK02:200

Fllsss selec Y o 5dd 5 reve device orselect Fieplace' o eplace & evislig
ane.

|
s A S EO |Mw.a.] (1M Scieen cubcesss Pt Co. | o, Tepo Setings [ New Devies Wiz . ||dSIAE ENF L% 753mm
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12. Click Add. Select the type of
reader (with or without PIN)
then click next. Enter a
suitable name for the door
location being added. Then

Access Paoint Configuration

click OK. After a brief period .-'lﬂﬂlﬁuﬂdﬂﬂonhuw‘ud

of time the add wizard will be

completed. Access point LRR———
specific settings such as lock O —
times, IN/Out configuration s e e Pt ot

may be set under Access
point / Access point. When a
new AX100 is added the
access point screen will be
displayed. Note if two
AX1006s ar e C O NSANSECHENSHC
the AX200 after 15 seconds s[4 EET | Ecmve e | Mansomen | ¢ bseonporiCo. | ¢ eow et _[ew Dovies i || ES0 BF A 7o
the Add wizard will appear again for Device two to be added.

Punay fskis b peboss v s dats

13. Close the TCP/IP settings screen and close the device manager screen or access
point screen.

14. From the main screen click on the cardholder button and add a card(s) When the
cardholder screen is exited the information will be downloaded to the relevant
controllers and the door will lock.

15. Power up the next AX200 to be added and repeat steps 6 T 13 until all controllers are
configured.

TCP/IP Configuration (Fixed IP Address)

Refer to this section if the PC does not have a fixed |IP address or for additional IP address
information.

[
TO SpeCIfy a flxed IP addl’eSS Carfiguratin | dentiication | Access Contil |
The following network. compenents are installed:
. . . 45 DialUp Adapter =]
Click the Windows Start button then select setting and select control

panel. Double Click on the Network icon. In the components box scroll
down to TCP/IP Network card name and click on it. (On Windows XP
the control panel may be displayed directly

Add Remove | Fopeties |

TCP/IP Properties [7]x] ! . Primary Netwark Logon:
e e from the Windows Start button) Click on [Eie o ol |
Gateway | WINS Configuration ress .
Properties Button. [ ]
TEP/\; s tha protocol you uss to conmact to the Intemnet and
wide-area networks.
" Obtain an IP addiess automaticaly
 Speciy an P address————————————————— oK Cancel
1P Address: 0.1 .1 .56
Select the IP Address Tab
Ensure that the system is set to specify an IP Address and that a
valid IP address is in the IP address box. (Note i most
organisations allow fixed IP address ranges, and a suitable IP

=1 =1 numberis normally obtained from the network administration
manager) Enter a valid subnet mask address. Typically this is set to 255.255.255.0

Click OK or Apply.

Click OK to exit the network setup and close the system control panel window. If prompted to
reboot or to insert the Windows installation disk please follow the on-screen prompts.
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IP Definitions Applicable to the AX200

IP Address

An IP address is a unique identifier for each controller, PC or other Ethernet device.

The IP address range is fro 0 to 255, where 0 is null, 1 to 254 are valid numbers and 255 is a
broadcast number. (Example i 10.1.1.25) Note i Consult with the Network Administrator
before using any IP address to avoid duplicate numbers

Subnet Mask

This is the mask or range of address that the device is allowed to talk to, typically the
broadcast number is used (Example 255.255.255.0 in this example permission is granted to
talk to all devices on the network)

LAN
Local Area Network refers to structured Ethernet cabling within a local area such as a single
building.

WAN

Wide Area Network,re f er s t o a group of LAN6és connected toget|
buildings.

VPN

Virtual Private Network, refers to a separate |P

allows different equipment in various locations to communicate as a LAN

Gateway
TheGat eway is the device used to channel I P traffi

IP Port number

The IP port number is the number assigned for the communications over TCP to that specific
IP address. The AX200 uses Port numbers 4848 for the controller and 1818 for the AX200
software.

Firewall

A firewall may comprise of a physical device or software on a PC and it is designed to stop
malicious attacks by computer hackers or virus. Note Firewalls may also stop communication
between the AX200 and the software unless the specified IP port numbers are listed in both
the TCP and UDP protocol safe list on the firewall.

LAN Configuration

When working on a local area network (LAN) all devices that are configured to operate with
fixed IP address such as the AX200 controller, will require the same segment address. So if
the Server (PC) IP address is 10.1.1.15 then the AX200 will require an IP address with the
same segment such as 10.1.1.52. When building a private network (if there is not already one
there) it is recommended that the segment address is 10.1.1.x Use the subnet mask as
255.255.255.0 and the gateway IP address should be 0.0.0.0

WAN Configuration

When working on a wide area network (WAN) all devices that are configured to operate with
fixed IP address such as the AX200 controller, will probably have a different segment
address. So if the Server (PC) IP address is 10.1.1.15 then the AX200 will require an IP
address with the appropriate segment such as 10.1.2.52. Use the subnet mask as
255.255.255.0 and the gateway IP address must be configured (Please consult the Network
Administrator for all IP Settings)

AX200 Installation & User Guide i October 2009
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VPN Configuration
Generally configure Virtual Private networks as per the LAN Configuration setup. (Please
consult the Network Administrator for all IP Settings)

Example IP Address Table

: . Gateway Subnet Mask
Device Name Location IP Address Address Address

File & Printer Server London 10.1.1.10 10.1.1.1 255.255.255.0
Sales PC London DHCP DHCP DHCP

AX200 PC London 10.1.1.35 10.1.1.1 255.255.255.0
AX200 Controller London 10.1.1.36 0.0.0.0 255.255.255.0
AX200 Controller London 10.1.1.37 0.0.0.0 255.255.255.0
File & Printer Server New York 10.1.2.10 10.1.2.1 255.255.255.0
Sales PC New York DHCP DHCP DHCP

AX200 Controller New York 10.1.2.55 10.1.2.1 255.255.255.0
AX200 Controller New York 10.1.2.56 10.1.2.1 255.255.255.0

Configuring AX200 on WAN / VPN
Tunnels

The device manager use's a broadcast address to discover the AX200, the broadcast
address will be blocked over the internet.

Once a static IP address is assigned to the controller use the static IP address to search for it
over the internet.

To search a static IP address click on access point > device manager > Click the PC Icon and
select WAN (and close)

Then click on device searching and enter the IP address of the controller in from IP address
(leave to IP address blank or enter the next IP address)

If the AX200 controller is reachable then it will now be added in the software.

Example:

—

AX200 / Router 1
|-Box

AX200 software
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Remote site

1 - Plug laptop into the switch B using DHCP to find the IP address range suitable for the
remote site and the gateway IP address

2 - Configure the AX200 controller with an IP address in the range, a subnet mask typically
255.255.0.0 and the gateway IP address (Router B) - The server IP address is the PC at D (
you may need to come back to this)

Host site

1 - Plug laptop into C using DHCP to find the IP address range for this location and the
gateway address.

2 - Assign a static IP address within windows to the PC along with the gateway address for C
(Router C)

3 - Use device manager to search the WAN to find the AX200 controller.

Notes
If you are using wireless then configure B and C to talk to each other.

If you are connecting B and C over the internet you will need to set up an IP tunnel (such as
IKE policy) The IP address of the PC and controller must be within the DHCP address range
of the gateway and you will need to reserve the IP address's that are in use.

Configuring AX200 to run as a service

AX200 can be configured to run as a service and start automatically on start up. When it is
configured as a service it is included in the windows service list. AX200 will automatically
login using the guest account, therefore remaining secure. You will have to logout and login
as your own account to be able to access all the features.

To configure AX200 to run as a service, do the following:

1. Open a command prompt, by clicking start -> Run -> type cmd then press enter ->
this will bring up a command prompt.

Within the command prompt change to the AX200 directory. By default the command
woul d b éPrograndFilgs\@ X2 0 0 0

Then enter the command: xyntservice.exe 7'

Press enter

Close the command prompt.

Click start -> control panel -> Administrative tools -> services

From here you will see a service named AX200. Start this service.

n

Nogahkw

Should you wish to uninstall AX200 as a service, stop the service then:

1. Open a command prompt, by clicking start -> Run -> type cmd then press enter ->
this will bring up a command prompt.

2. Within the command prompt change to the AX200 directory. By default the command
woul d b éPrograndFilgs\@ X2 0 0 0

3. Then enter the command: xyntservice.exe i u
Press enter

4. Close the command prompt.
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9 Way i-BOX 1/0

Table below describes the 9 way connector on the i-BOX and states the functionality of each

I-BOX Connections

Connection

pin.
9 WAY D| DESCRIPTION NOTES COLOUR

1 Not connected
2 Breakglass 2 (switched) + 12v (pin 3) Blue
3 +12v D.C Red
4 External Sounder | Output goes low when active | Purple
5 * Ground White
6 Fire Input (switched) + 12v (pin 3) Orange
7 Breakglass 1 (switched) + 12v (pin 3) Green
8 Access Granted | Output goes low when active | Yellow
9 External Strobe | Output goes low when active Black

HEAHNIC comimon
+ 100 Mormally closed switched

+ 1200 Mormally open switched

DD DD

oy

conector hlock
pin numbers

Relay e LED
relay | pou Len ®E
Green
O | Gy

Oy

K Yokt Free Contact |s Requieed Remove Conections
Ta Cannectar Blocks Fin T and 8

Sounder /Beacon fori -BOX (IC-ASB)

The sounder /Beacon for the i-BOX connects directly to the i-BOX and will sound the alarm
and flash the strobe for a pre-programmed period of time when an alarm condition occurs on

the i-BOX.

0% v Ground on 9 way conmector, black lead

AXxess

Identification

+12% ok Red lead and to pin 3 on 9 way

00 Pin 5 on 9 way connector, white lead ———

+ 12 link: Red lead

BilH

Divay

Connect the 9 way D connector to the i-BOX.
To configure the duration select the environment button in the software.
Click on the I-box in the tree menu.
Adjust the alarm sounder period time to the desired length of time and click Save.
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B

(B0 | dertity: | Eatch-Senal n | |

B Marme: |2|:||:| 3

Firrrwware Wersion: | Hardware Version: |

Application Version: | Laocation: ||.;..:ati.;.n1

Hoszt Online Timeout: |2|:| :I ZeC Handshake Period: |5 :I FeC
Faorce time update: |3|:||:| :I SEC Shunt Delay: |15 :I FEC
Alarm Strobe Period: ||:| _| ZEC Alarm Sounder Period: [ _| FEC

Tranzaction Reparting

Minirum Tirmeout: |5 :I =T M axirmurn Timeout:  [an :I =T
Accumulation Period: |-||:| :I =T

Settings
IP &ddress: | MAL Address: |
Subrmazk: | Gateway: |

Ae10001): | A1 0002): |

AX200 Expander Board Connections

Expander Board connections are located at the top-right corner of the AX200 board. Output 4

(associated with door 1) & output 5 (associated with door2)areact i vat edDoornce t he #
forced/held openalarm 6 i s triggered on the appropriate contro
the alarm is cleared either by using a valid card or by using the clear alarm button on the main

screen.

Note: the alarm is cleared only wh e n  Dobréorcéd/held open alarmcleared 0 tr ansacti on
appears on the main screen.

Expander Board

+12VDC Out
Output 4 =\ MaX, =]

Output 5§ 100 mA

:;;;;_gg R1 R2
- Powear Oun
Expander Board [R1 R2
12 VDC Out PIN 6 |PIN 6
Output 4 PIN 5 |-
Output 5 - PIN 5
Door forced / held open alarm settings can be acces
Point Y (Enable) Door Contact.
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Droor Contact Settings
[+ Door Contact  [v Door Forced Alarm Laocal Door Held Open Alarm|5 ilse.;_

[ RelayReset W ! I Reader Off when Open  Door Held Open Alamiys Sec.

For more information about these settings please
Access Point Settings on this manual.

Note: Relay No.3 generates a 1 second pulse through the Access Granted connection block,

located at the top of AX200 board. The connection is normally closed and the pulse is
generated once the access is granted through either door.

Diagrams on the following pages illustrate the connections between the AX200 components.
Please note that if you are installing a brand new unit, the Fire Alarm, Break glass & PSU
Monitoring links will not be activated until the first time they are used.

Breakglass Wiring AX200

Breakglass Wiring AX200 AX200

C
PSU
= or el oo Monitoring
Double Pole DOUT1 DIN ’ VDI,'\FEQ
AX100 Breakglass for monitoring of
‘ breakglass
NO
c g Power In i_
§ +12vDC
3
to lock « Terminal Function Terminal |,
s 1 Normally Open 1A =
§ 2 Common 2A S
%) 3 Normally Closed 3A N

Breakglass wiring AX50/AX100
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AX50 / AX100

Double Pole
Breakglass

AX50 / AX100

NO

Power In 1
+12vDC

Cc

Kelay %007

2.
NC 2

3
to lock o Terminal Function Terminal 3
= 1 Normally Open 1A =
= 2 Common 2A c
= o
2 @

3 Normally Closed 3A
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TE gk bt b L W 03 Mook
R e AX200 LED Status (Front Panel)
AX200 J J S = 3 ,"\ Elue ON = Processor OK & Power OK
Sounder  J] By g‘l
Standard Connection > AX200 Network Controller ‘ Red DN = Fire Alarm
P - ‘ﬁ ﬁ) Flashing = Breakglass Alarm
‘ g8 Breshgima Aegaan Gt ce ! OFF =Fire alarm OK & Breakglass 0K
B Bt sl vmpute Punet wond ! 13 Green | ON = AX100 door Interface connected
I 12v0C Door 1 | !
} nNC | © [nofnclc [MofNC [ C [MO| 1 Exparsion Bus Expander Board : |:F
! ot ‘ul%
I e
Fire Alarm, L e storm R : 5 Green | OM= Online to PC
Nomnally Closed < 1 Moty | OMN for 15 seconds = Not configured
o ] T 1 - OFF= Offline / N_Dt c_onf_lgured
] . !“?n;lml‘?‘n:s;rzrslemﬂt O : = AR Amber | OM = Ethemet Link indication
} O o D TR | @ = OFF =Ethernet link incorrect or missing
1 1 e I connhection (Check netwark cable)
Power i 2VEC T Poser LED :"“'“‘;n ! Amber | RS485 Communication AX150
avDe } VoG [ | iy : ?45‘5}'
IS @ I “
s !
}Emm B 21 zls[lne|o]alals| Resswemwok |1 ]3] 1 o g Eaclntry Green | Press E‘FE hEI\Eth!we rE||SE|§ swwtihf?n dhapply
To reanttha stectroric o5~ |2 7o) ) ) z L power. The s will alternate flashing every
s st [l ps] ro | k1003 || PORER|  anton S _@ e £ A - 0.5 seconds to indicate the unit has heen reget.
and than roconnact the | G001 | ooy | Meing h el : - : -
Lo our N [vorFa | Device 1 1200 | Device 2 U Rsass | RE4ds —,I Release the reset switch and re-apply power.
R kT B PR S N ——— = ) [ —— NN N R E H,
ﬂﬂ
! Note - A diode:
must be fitted to
prevent Back EMF
Dcul.lepnl! Masgnet Lock. Diouitile pobe Magnet Lock unless the lock has
=& 4 = - pieh
- m - ]
é% - Screen Wl ]
e 1 Note — A diode —ﬁ‘ -
N AX100 must b fitec to E
Door E,"f::smmiaﬂémaz Cable Specifications
Interface a factory fitted Description Cable Type Maximum
diode, Length
i AX200 Ethernet Cat5/ Cat5E | 1004185
i Connection 10 mbs metres
LHE] Ax200 to AX100 RE232 | 4 Core 16 metres
g; Screened
H AX 100 to Ax Reader B Core 60 metres
24 Ay
AXT00 to REX/Doar 2 Care 50 metres
Contact 24 Ay
AX100 to Lock 2 Care 50 metres
= 24 Awg
Power Specifications
. Description “oltage Current
AX100 12 volt OC 45 mA
/. A200 12 volt OC 280 A
—- A Proximity Reader 12 volt DC 45 md
E Fo . i A single 12 volt DC power supply may be used 500 maA
_:::_l E’i g 8 E-g- £ g 2 12 Typical Power supply including 2 Magnet locks 1.4 Amp
§28o 78 g PLIE S 38
~ :§ S 5 g5 51:1‘ 8 2
g B3 H o k§°1%
2 e £} : 8 ¢ g
H 2 H
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DoorGate/Turnstile Actitor

- 2 + i@y doar apan puiss
= g g = st when amerata ock Ethormen Hu Lon (W R4S Notwork
a 3 g 2 and actuatar ars deved 1o
J dce) ~ P AX200 LED Status {Front Panel)
i = of M" Elue ON = Processor OK & Power Ok
AX200 . Sounder ) RS L
In and Out reader Connection Fed BN = Tire Alarm
—— e - Flashing = Breakglass Alarm
1 ve " Aceasn Grantad ce ! OFF =Fire alarm OK & Breakglass Ok
| e :"'"T'P"" P acans AX200 Network Controller i Green | ON=AX100 daor Interface connected
T2voe
: NC| C [NOfRC] e [NOINC | © [NO| 11 Expansion Sus. Expander Board :
! | =y
- L i taen Bl | Green | O = Onine to PC
Nomaly Closed ll. ! ol | OM for 15 seconds = Mot configured
e | | OFF= Offline / Mot configured
1 O : Amber | ON = Ethernet Link indication
: O | OFF = Ethemet link incorrect or missing
| O Gemien | connection (Check network cable)
pomern S T[] P Lee i Amber | RS485 Communication AX150
oW DC : 12v0c [ | vy : Emi
K b o | A
1o
I:?}E:wm Sz e (e o | Factory Green | Pressand hold the reset switch and apply
:%nmml.imm} i | 25 5 ] : Reset power. The LED's will alternate flashing every
" X100 75 POWER| N .
| o, VAl 30 scngs | S5 s M Axn s | 12 0.5 seconds to indicate the unit has been reset.
I econmect the| T | " eenarte] oonms 120G | Release the reset switch and re-apply power
S - ) Ep——— 4 ”,
i
! Note - A diode
must be fitted to
prevent Back EMF
Double pok Magnet Lock. unless the lock has
Break Glass. afactory fitted
bl - Bz.\ ﬂ ‘ diode.
HE
e [T Ed -
e Fareen [T ,J—zl 3
5‘: - : 9
Cable Specifications
Description Cable Type Mazximum
Length
AxZ200 Ethernet Cat5/Cat 5E | 1004185
Connection 10 mbs metres
Ax200 10 A100 REZ32 [ 4 Core 18 metres
T~ = &= === Screened
9 g AXT00 to AX Reader B Core 50 metres
= 24 Ay
AX100 to REXDoor 2 Core 50 metres
Contact 24 Awy
AX100 to Lock 2 Core &0 metres
= 24 Awg
Power Specifications
. Description Voltage Current
AxT00 12 volt DT 45 md
ot Ax200 12 volt DT 250 mA
- H A Proximity Reader 12 volt DC 45 rd
L -~ A single 12 volt DC power supply may be used =500 mA
Fsi = 1 1o Typical Power supply including 2 Magnet locks 1.4 Amp
A gt 8%
if ¥ g g
: g2 e
o .5 B %: g

AX200 IO Tt Octabar 2003
Last Ravisian 13 Decembar 2006 (R7)
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AX200 Software

The AX200 software is where all the programming data and cardholder information is entered.
It consists of the following:

Cardholder
Access Point
System Settings
Format & Statistics
Security

Reports
Environment

=2 =2 =889 --

The PC is where all the system configuration and data management is stored. The optional
data transfer unit (DTU) enables the data that has been entered at the PC to be downloaded
to the controller without the need of a physical PC connection.

The AX200 system supports a wide variety of card technologies, including proximity,
magnetic stripe (AX Series), Wiegand and Wiegand compatible card types.

Operating Systems

The AX series supports a wide range of operating systems and can run on Windows NT

Workstation, NT Server, 2000 Professional and Advanced, ME, XP and Vista without the

need for different CD6s or drivers. A number of <che
ensure that the correct files for the operating system are present. The installation process

automatically detects the operating system and installs the correct files and drivers.

If you are using windows Vista please note:

1  The recommended screen resolution for running the AX200

software on Windows Vista is 1024i 768. - ,
I If youreceive a message atthe start-u p s a y i n gUsdr Hoast ‘\‘
not have write access to the database6 , r i ght «cl i ck > AX200
icon and select ARun as Admi r‘(-;SYV!nngg\{lstja_ Af ter d
might appear in front of the AX200 icon.
Software Installation
Put the AX200 CD in your CD drive. | f State CD doesnbd

button and select Run. Type in x:\setup.exe on the command line (replace x with the letter
of your CD-ROM drive).

Click Next > to continue with the AX200 Setup Wizard.

AX200 Installation & User Guide i October 2009
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& AX200 - Setup Wizard X

Welcome to the Setup Wizard for AX200

The Setup Wizard will allow you to modify, repair, or remaove
X200, To continue, click Mext.

< Back [ Mext = ] [ Cancel ]

Please read the License Agreement, to accept the terms select |
>,

i@ AX200 - Setup Wizard

b .-

Ljs‘éhse Agreement
« Please read the Following license agreement carefully, { IA

| 14

2

AX200 Software

Copyright () 2001 Axxess ldentification Ltd.
VAN http: feseese axessid.com
Ernail: supporti@axxessid.com

License Agreement

1. Use of the Software,
W

()1 accept the terms in the license agreement

(*)1 do not accept the terms in the license agreement

Y maw install and nee the snfhware nnle for the foronses intended st

a c c thentcliek on Next

The default directory where program files are installed is C:\Program Files \AX200\ If

required, click on Change to choose a different folder. Click on Next > to accept the default,

or when youbve entered a different

AX200 Installation & User Guide i October 2009
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i AX200 - Setup Wizard

B gsstination Folder

w Qlick Mexk to install to this Folder, or click Change to install to a different folder, (s I’gmsﬁ

|

D Install AXZ00 ko
Ci\Program Files|ax2001,

’ = Back ” Mext = l ’ Cancel

The AX200 program files will now be installed.

{2 AXZ00 - Setup Wizard

Ig;?t-alling AX200

| o
« The program features you selected are being installed, L0 l-":‘-!’!“i-

|

Please wait while the Setup Wizard installs AX200. This may take several
minukes.

Status:

Copying new files

(RNNRRR AR RARNAR )

Cancel

The AX200 installation is now complete. Select Finish to exit the setup wizard.

AX200 Installation & User Guide i October 2009
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{ AX200 - Setup Wizard

Setup Wizard Completed

The Setup Wizard has successfully installed Axz00, Click Finish
ko exit the wizard,

< Back Cancel

Some operating systems also require Microsoft Data Access Components to support SQL.
This is automatically installed if required. Please follow the on-screen instructions.

Starting the AX200 Software

Connect your AX200 controller to the PC using the communication cable supplied.
Goto Start Y All Programs, left click on AX200 Access Control System and it will launch
the AX200 software, alternatively double click the AX200 logo from the Windows desktop.

ﬁ
Axxess

igentification ||

User Name:

;_f i
Password: M

L J

Cancel

= . =
" Windows Classic -'j
o

The AX20006s def aul tlandshe defaultgpansvord is 1. The user names and
passwords are not case sensitive. Enter the default user name and password and select OK.

AX200 Installation & User Guide i October 2009
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Language Selection

Installation and operation of the software can be selected in different h
languages. Changing the language can be done from the login screen as well
as within the program on the main screen, without the need to restart the M"ﬁﬁﬁ

software or the computer.

-

oK

-

Cancel

Password Reminder

A password reminder box displaying the factory default reminds the user to
change the default password. This reminder box disappears automatically when the default
password has been changed.

Default logon user name and password:

Uszer Name:1
Password:1

Pleaze change default password.

AX200 Installation & User Guide i October 2009
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Backup & Restore

The AX software has a built-in backup utility. Backups can be done automatically at preset

times and days, or manually with network backup support. Backups from older software
versions are automatically converted avoiding the need for multiple steps to restore the

software.

A backup can be restored in one single step. Automatic backups are numbered using the
date and time the backup took place. If you wish to delete older backups, highlight the
appropriate file by clicking on it and press delete, confirmation of this action is requested. It is
useful to create a complete system backup as soon as all the system settings have been

entered. Create a backup as normal, go to restore, highlight the newly created file and right
click with the mouse and select rename 7 rename the file e.g. Master settings. This backup

will allow you to restore the system back to its original programmed settings, if required. To

restore

When exiting the software, if any data has changed, the application will automatically perform

an exi sti

ng

database go to

t he

Fi

the database backup. There is no need to close the program or cardholder screen for the
automatic backup to execute. Partial backups can also be selected for database or history
files only.

D Backup Time Settings

Set Automatic Backup Day and Time

Databaze

]

Wihich Day What Time Iv Main Databaze

295000 = v Zip Compression

- r =
WV Tuesday 238900 == — ’_:|
WV wWednesday 238900 ==
v Log & Events

M Thursday 235300 = W Zip Compressian
[ Friday 2359.00 = I :I

[mm = - =
[ S aturday 235300 -
& Sy 239000 e % Email Backup

Settings
Backup How Close

Backup F'ath|C:'\F'roglam Filesh: 200 backup

Select

I ain D atabase

[ Log

Databasze Backup-Monday 22 January 2007 11-22-11.mdb
Databasze Backup-Monday 22 January 2007 10-30-39.mdb
[Databasze Backup-Monday 22 January 2007 09-40-09.mdb
Databasze Backup-Thursday 18 January 2007 23-53-03 2IF
Dratabasze Backup-Thursday 18 January 2007 23-53-03.mdb
Dratabasze Backupwednesday 17 January 2007 23-53-03. 2P
Database Backupwednesday 17 January 2007 23-53-03. mdb
Databaze Backupwedneszday 17 January 2007 13-53-11.mdb

Mo of database files: 20 Size: 234.88 MB

Mo of log files: 18 Size: 40,45 MEB

|| Hiztory Log-Monday 22 January 2007 11-22-11.mdb
History Log-Monday 22 January 2007 10-30-39.mdb
History Log-tonday 22 January 2007 09-40-09.mdb
History Log-Thursday 18 January 2007 23-53-03.mdb
History Log*wednesday 17 January 2007 23-53-03.mdb
History Logwednesday 17 January 2007 13-53-11.mdb
History Logwednesday 17 January 2007 11-30-00.mdb

* || Hiztory Log-Tuesday 16 January 2007 09-47-21. mdb

Total files: 38 Size: 275.33 MB

Backup time settings window can be reached through the File menu. The default day and
time for automatic backup is displayed on the left side of the window. By default, the
application will take a backup of your database at 23:59:00 every night.

Settings on the right hand side give you more options on how to manage your backup files.
Normally the backup process saves both, the Main Database and Log & Events ; however

you can exclude either of them from the backup process simply by removing the tick in the
check box.
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You can also set the application to automatically delete the backup files after a specific
number of days or once they exceed a certain size (in MB).

D atabaze
[v Main Databaze

[v Zip Compreszsion
[v Auto delete after

W Ao delete exceeding size

|2El—i| days
= Me

AXxess

Identification

Once the Zip Compression is enabled, the software will automatically compress the backup
file into a zip file. Since the .mdb file cannot get through the fire wall, zip compression is very
helpful when you wish to email the backup settings.

Email Backup Settings

{2} Email backup g@g|
(1] Time Zone Attachment Send to groups On/off Transaction
0oa12 |Always Access ﬂ |Database Backup j |Database Backup ﬂ [v Database has been backed-up.
Email settings Group settings
Email timezone green
SMTP Server |MSE schange. local | -
Recipiert Matme .Reza K.abir
W Feaa Recipient Email |abir 365 @y aton. com
.Reza Kabir -
Sender Namé Fesa@amessidom o Email | mrk1365@hotmail com
) SN EaE] ) Bo: Email | Ut @ansessid.com
Options
[ Max emails per min: Email timezone biue
Priarity Normal - Recipient Name | Stuart Perman
& MIME[defaul] Recipiant Email [ mrk1 365 @hotmail com
" UUEncade Co: Email | stuant@assessid.com
[ Html . B Ene | abirl 365 @y ahao. com
[~ Receipt request Ulssienies
[ Login
[~ POP Login PESBLEG]
Cancel QK

Email settings could be sent to a specific group of people via Email. You need to specify the
time period during which you would like the email to be sent out (Time Zone), the information
you want to include (Attachments) and the name of the recipients (Groups).

Enter the name and

emali

| address of

enter the name of your local SNMP server for email.
Group settings on the right include the name and email address of the people who will receive

the email. These settings are divided into to blocks. The people on the top section will only

t

he

sender

receive the email if the backup has taken place during a green time zone and the people in

the bottom section will receive the email if the database has been backed up during a blue

time zone (exception monitoring).

A number of optional settings are also included in this screen. You can set priorities for your
emails and choose the maximum email messages sent in a minute. There are also a number
of different options for email format. MIME is the default.

MIME (default): Multipurpose Internet Mail Extensions (MIME) is an Internet Standard that
extends the format of e-mail to support text in character sets other than US-ASCII, non-text
attachments, multi-part message bodies, and header information in non-ASCII character sets
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UU Encode: UUencoding is a form of binary to text encoding that originated in the Unix
program uuencode, for encoding binary data for transmission over the UUCP mail system.
The name "UUencoding" is derived from "Unix-to-Unix encoding".

Standard Query Language (SQL)

The database structure is based on Microsoft SQL. This ensures stability and a high data
throughput with easy interfacing to other applications. The database handles up to 65,525
cardholder records with over 60 fields per cardholder. Card numbering is up to 10 digits
allowing support for a wide variety of formats e.g. existing cards or multi-purpose cards
(vending machines etc.)

Database Integrity Check

A mains failure or system crash with an open database normally requires running a separate
application to repair the data. All data in the AX200 database is automatically checked on
start up and repaired if necessary.

At the start-up, the software automatically checks the database version. If the database is too
old and not supported by the new version of software the following transaction will appear on
the screen asking you to check the version of the database.

Checking database schema integnity... DEVY3

You can view the version of your database in the Performance Analyzer screen; under Tools

Y Enabl e Opt i.dmsgptoblegraisusliyaraurs when you manually copy a new

database over the old database in the AX200 folder. That 6 s why we strongly recor
that you use the restore function only!

Communication between the AX200 Softwa re and Controller

A benefit of the AX200 software is its plug and play ability to detect new devices when they
are installed. The New Device Wizard will automatically detect the controller and its unique
device ID. Follow the on-screen prompt by selecting Add .

New Device Wizard I

1 N{.; Device Add/Replace Wizard

o |
TS L 1

Syztem found new device with parameters:

Device [D: D020BC
Device Group: Controller
Device Type: Axk02

Fleaze select 'Add' to add a new device or select 'Replace’ to replace an existing
one.

Heplane I LCancel
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The following screen will ask whether you are using PIN codes only, a card reader and a PIN
code or a card reader only. Please select the appropriate radio button for your installation,
followed by Next.

New Device Wizard I

4
New Device Add/Replace Wizard

—

Do you intend to uge PIMN codes?

© es PIM only or Card + PIN

* No  Card Reader Only

Hest I LCancel

Provide a name for the access point i.e. the location and select OK.

v
New Device Add/R eplace Wizard

|
"~ L}

Fleaze type in a name for thiz access point.

IFront Dioof

For details, please go to Access Point configuration screen.

Add | FReplace I LCancel I

Plug & Play Devices

The PC communication port is automatically setup and new devices connected will be
automatically detected and can be added (or replaced) using the new device wizard, which
allows setting up a new controller in seconds. When enabled under system settings, Plug &
Play is active at all times and does not require a restart of the application or computer. This
allows addition of new controllers on the fly. AX readers are also entirely Plug & Play being
automatically identified with the relevant information displayed under access points. COM
ports 1 to 16 and TCP/IP (TCP/IP AX200 only) addresses can also be set up manually if
required. Error correction, speed, bit length, parity etc are all automatically set up for the
optimum performance of the system. Once the controllers are in the system, the new device
wizard also allows auto-replace. This feature allows replacement of controller data with the
press of a single button.
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All the Plug & Play devices have a unigue identity number so no jumpers or switches have to
be set on either controllers or readers.

New Device Wizard I
' New Device Add/Replace Wizard - |

Syztem found new device with parameters:

Device [D: D020BC
Device Group: Controller
Device Type: AxK02

Flease select ‘2dd' to add a new device or zelect ‘Replace' ta replace an existing
ane.

Heplace I LCancel

Controller Status & Control

Devices connected are highlighted and display the door status in real-time on the main
screen. Doors can be controlled directly from the main screen.
Commands can only be given to controllers online and functionality is
greyed out if the controller is not available online to avoid any uncertainty.

Door open Opens the door for a set time e.g. 5 seconds h
Normal mode Standard mode
Door unlocked Door permanently unlocked Axxess
High security mode Only cardholders with high security mode valid

will have access Cu alet Inforraticn
Deadlock Locks door for all cardholders, request to exit is

still active. Please exercise care when using the -

feature. n?Access Point 5
Clear alarm Door reset, door forced, door held open alarm

Mormal Mode | High Security

Dioar
| Unlocked | Deadiock
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High Security Mode (HSM)

This feature allows individual doors to be enabled where standard cards no longer have

access. Only cardholders with the high security mode set (HSM) have access whilst this

feature Iis enabl ed. The HSM feature can be switche
high securityo enabled, four times consecutively at
mode use a card with the HSM feature four times consecutively.

¥ Control Panel

Door Unlock Mode

File  Edit Wiew Fawortes Tools  Help

This feature can be activated from the PC | = T SR ST

or cards with the s
enabled. Using a card with this feature 1
twice consecutively at the reader will
permanently unlock the door. To return to
the normal mode, use the card again

Regional Options | Languages || Advancad|

Customize Regional Options

‘ Mumbers || Currency| Tirne |Dale ‘

Samplz )

twice consecutively. Typical applications Time sempe: e
include reception doors during normal i
office hours or for goods inward Time fomat: 9
de“venes Time separator: H: T =i T|
|
A symbal bernss H

PM zymbol P ~

Date and Time

The date and time formats are obtained

Time format natation

by default from the operating system and ofour mmue szsseend = amorpn
therefore no user intervention is required. i

The 12 hour time format is NOT
supported by this application. If you are
using the 12h time format you need to go
toControl Panel Y Reg
Language Options Y
Y Cust omi z e énd¥hooEd tee
24 hour (H) time format. You also need to
make sure that your PC is set to UK time format which is (dd/MM/yyyy).

hh, mm, 3z = leading zera
h, m, & = no leading zero

Apply

You can change the date settings in the same window under the Date tab.

Short date
Short date sample: |23£D1£2DD? |

Short date format; ~ |
Date zeparatar:

Long date

Long date sample: |23 January 2007 |
Long date format; |dd bbAbARA g w |
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On & Offline Operation

The AX software enables the use of on and offline controllers from within the same software
simultaneously. The AX100 controller can also be updated using a portable data transfer unit
(DTU). This allows the use of remote doors or doors not requiring online information to be
used at the same time as doors with real-time online information. This reduces costs
substantially with full control from a single software package.

Force Download & Clear Controller

Clear controller deletes the database that has been stored in the
controller. Once the controller is cleared, the door becomes
permanently unlocked. At this time if a card is presented to the
reader, a transaction will appear on the screensay i ng fA Do
unl ockedo followed by the card
the doords name. To clear a c¢o
access point on the current controller list (on the right) and

select Clear Controller from the Tools menu.

lfforwhat ever reason the automat i| ForceDownloadal oesnot
place, you can always select individual controllers and click on
the Force Download on the tools menu or choose Force
Download All instead and have the database downloaded on
all the controllers. You can find out which controller(s) needs a
download by double clicking on the Download Required icon at

| = Download Regd |

Report  Help

Test \Wizard
Environmnent

Clear Controller
Skatus
Farce Download

Security
Farmat and Skatistics
Enable Optional Software K

the bottom of the main screen.

Performance Analyzer

One of the optional features in AX200 software. Performance analyzer is a collection of the
features that demonstrate the performance of the system. These features are scattered in the
software and can be found in different parts of the application. Performance analyzer could be
accessed throughTool s Y Enabl e Optional Sof tware
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EEX

Server PC Link Alive Retry Times |4 Swyztemn konitar . ST )
Device Mame D-Counter | l-Host I-Link alive | |-Counter |D-lir # ERU % ]53.38 o 100%
0013 Ra % (31 z
— 0%
200 -14 3 20 B HDD % [56  GPUMemHD
20015 =0 5 Operating System |Windows #P
200 -16 3 20 5 4 )
S0 A8 0 = Service Pack |Service Pack 2
200 -19 20 5 Yideo Resaolution | 1024 » 763 Font |15
200 -7 20 5 DPI Gelting |36
200 -5 20 E e ol : |32 bits
< Es alour Quality
Test Settings
Device Selected Delay |5 Packet: [sop
Server PC Device
R00 o 000
Send Send On Line
Q %o & PE Qo @ e
] + Xz
— Com Part 2 |0 Checksum |0
100
a0 Transaction Rate/in
&0 Enviranmental Tranzaction | 244
40 I-Lirk Alive |0
20 General Transaction |24
1] Device Link Alive |24
Last 45313 Average 77131 Minimum 39.063 Total |292
b aimum 100.000  Duration 1:40
5 d
| Calor | Scale | Counter | Instance | Parent | Object | Cormputer | | Beonts 5 Fresze Server
1.000 % Proce.. _Tatal Froces... “WDEWVE
Cloze

The list on the top shows all the units that have been configured on your PC at some point.

This can also be foundinAccess Poi nt Y

.Yeuvcan also testaha @ognection

between the online units and the PC by pressing the Test Connection button.
The graph on the bottom, demonstrates the performance of different elements of your system

such as the CPU, hard di sk
appropriate object from the menu.

Transaction Screen

and é. . To add

All system transactions are displayed on the main screen with time and date stamp. A
detailed description is given for each transaction e.g. No access, invalid PIN code.

For diagnostic and security purposes, the transaction screen can be cleared, by clicking on

N
the blue button E under the window. The transaction pause button wiII temporarily freeze
the screen without losing any data. Transactions will continue to be registered in the log file.
The stop button will block the new transactions; however they are still stored in the log file.

The date and time column can be shortened or extended by clicking on the column header. If
a large number of transactions are logged, the date field can be hidden to extend the length of
the field. All system transactions are colour-coded, valid entries are displayed in green,
access denied transactions etc in red and system messages in yellow.
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The number of transactions kept in memory for quick overview on the main screen can be set
under fASystem Settingso. The | ar geguiredt he number ,

t h
Transactions are always stored and can be viewed or

nknown 290 Car Park North
Reader iz present. Car Park Horth
‘M Invalid card. Access denied. Unknown 289 Car Park Morth
Invalid card. Access denied. Unknown 4699 Car Park North
‘M Start automatic download.... Car Park North

Automatic download finished. Car Park Morth
Access granted. Prizcilla Tims 290 Car Park Horth
Access granted. William Rees 289 Car Park Morth
Access granted. Clare Renald 291 Car Park Morth
Access granted. Peter Simonz 4699 Car Park North

‘M Invalid card. Access denied. Unknown 124 Car Park Morth

Whoodés | n/ Out Li st

E I n order to use the whodés in/out Iist, you need
as In Reader and one reader configured as Out Reader on your PC. To do this, go

to the Access Point screen. Select the appropriate reader from the list on the right. Change

the settingstoInorOutReaderand <c¢l i ck Save. Once youdve done thi s

active. If someone opens the doorwithavali d card hi s/ her name will appea
list, along with the card number, department name, time of entrance and the last door which

he/she passed through. This list could be printed by clicking on the printer icon.

I Time in Department Card Mo, Last Dioor L

Albert Ein

Harrizon Ford

Search Sumame | S o 2 &8s ~ v

The number of people inside the building is displayed on the bottom. You also have the ability
to search people by their surname.

It is also possible to book people infout manually if necessary. Click on w icons for
Manual Book In/Out. Select the appropriate people and the appropriate doors from the lists
and press Book In/Out.

¥

Clicking on would open the whoobés out I|ist which basical
who are not in the building. When a person presents his card to the out reader his name will

be removed from the in list and appear on the out list.

The total number of hours that an individual or a group of people have spent in the building

canbe calculatedinReports Y Work spell

Note:i n order to p
t

ogram the software togpesint out th
offgotoDi spl ay Fi l rs

and eriable thre tAeta print on Sre alaunp
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Display Filters

(] Display Filters @
Displsy Fiters | Photo Display | Email| Printer | SMP | SMs | FTP | Sound| Activex| Serial Port| Client | PDA | Webserver |

Show Transaction
[¥ Exception Access
@ fioeess araniad]
¥ Acoess Denied (Card Not Found)
¥ Door held open alam
¥ Door forced open alam.
¥ DeadLock
¥ Unknawn FIN
¥ Inccorect FIN
¥ Doar Latched
¥ REx
¥ Mode Change
¥ Access Denied Mo Privilege]
¥ Download Message
¥ UDP Enor Message

¥ Show Al

This screen includes 13 different tabs, however only 4of them are included in the AX200
software. The other 9 features are only available in the AX500 software.

The Display Filters tab contains a list of 14 different types of transactions that appear on the

main screen. Please note that these are not individual messages. Each one is a type of

transaction which may include several messages that are similar to each other. For instance;

fAccess grantedo type includes access granted with
to see any of these transaction types just remove the tick from the check box.

Photo Display

You can decide weatherornot you woul d | i ke the cardhol derds phot
main screen once a valid card is presented at a particular door. If you decide not to display

the cardhol derds photo, companyds | ogo wil/l be disp
cardhol der 6s name, department and the name of the acce
Email

The AX200 application could be programmed to create an email message to be sentto a
single or a group of users once a particular transaction appears on the main screen.
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) Display Filters E‘
Display Fitters | Photo Display Emai | Printer | SHMP | SMS | FTP | Sound| Activex | Serial Port| cClient | PDA | Webserver |
System 1 Arccess Control I Environmert Fire | Misc
I TimeZone Aitachment Send to groups On/Off  Transaction B
[o0307 | J | J | J [ Cardis not in PC database. Access granted -~ Exception. Download required
0508 | || || | Cardis rotin PC database. Aoeess devied - Time zone not active. Download required
lm | J | J | J ™ PIM is not in PC database. Access granted -- Exception. Download required
[Tt | || || | T PIN s rot in P database. Access devied - Time zone not active. Download required
[o0312 | J | J | J ™ PIM is not in PC database. Access denied - Card has been deactivated. Download required.
[iodET | JEa | | =] =1 PIN is not in PC database: ficoess granted
[0 73 | J | J | J ™ Cardis not in PC database. Access aranted. Download required
o9 | = = ]I Ponsredup
fozcz | )| || ]I OffLine L
[oozas | =J =] ]I OnLine
o057z | =l =l I Database has been backed up
00514 | J | J | J ™ Database backup time has been changed
[ooeTE | =l = I Record has been delsted
|ooea7 | J | J | J ™ Record has been madified
[oo77 | || = =T A nesw record has been sdded
[oo7e0 | || =] ] Anew type of card status has been added
o7t | || || 1™ A new type of employment status has been added
a1z | =l =l T New device has been added to database. =
Selup Group No of emails in outbos
Select the appropriate transaction simply by ticking the check box next to it. From the time
zone column select the time zone during which you would like the email to be sent out.
Selecting AAl ways Accesso0o would send the email at

the ability to specify what information you would like to be included in the email. To add a new
attachment click on the Attachment button on the bottom of the screen.

Cardholder

Selected Fields in Attachment

Atachments

pattern
payroll
phata_file
FIN

pin_dorado
post_code
Droor

diu_engaged
entry_area_id
exit_area_id
faultflag
firrrware_wer
force DL

. Y

<

EEEE

e

access_point_name
birth_day

phone

phato

caidholder a1
D atsbase Backup

Attachment Name |Attachment3 Add

| Delete | Save |

Cancel | QK |

To create a new attachment

press

AAddo

stsnod

the left hand side select the information that you would like to appear in the email and move

them over to the middle |

st by

clicki

of your fields click Save & OK and go back to the email tab. Now you can select the

attachment that you just made from the drop-down list.

ng o

The next drop-down list includes the person or the group of users whom the email will be sent
to. To add a new group click Group on the bottom of the screen.
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Email timezone areen ELRNT
Fi% 1
Recipient Hame M Reza Kabir Database Backup
. - R id. Reza
Recipient Email | eza@axressid.com test graup
Ce: Email |Stuart@a>::<essid.cnm
Bec: Email |Suman@a:<>:essid.com
Email timezone blue
Recipient Hame |Rezat@ansessid.com
Recipient Email |
Ce: Emiail |
Beo: Email |
Group Name |.t’-‘n.:<>:ess|D Add | Delete | Cancel | ok |
Tocreateanewgroup c¢click on AAddo and enter an appropri at
email address of the recipient. When youdre finishe
You have not completed the email c o nPowgradr at i on. For
upod tr ans aecatrisononaptphe scr een Alvays Accegs ot,hean iemeaizlone 0

message containing theAtachmferdad asnawii loih bectwuweatded nafd s
the peopl e AxxessDedd girno utphe Iff you woul d | i ke the same
transactions, you can right click on ID and copy, then right click on the ID you wish to copy to

and click paste.

| 02549 |.-’-'-.Iwa_l,ls Aoocess ﬂ |.-’-'-.ttau:hment3 ﬂ |.-’-'-.:-::-cess D j v Powered up

Save on Exit

Preferences selected are automatically saved. Under General Settings, a factory default
button restores all the important system settings. If any system or card changes have been
made, the system will automatically backup the data when exiting the program.

Test Wizard

The test wizard can be selected from the Tools drop-down list on the top menu bar.

File Configuration [N Report  Help

Ervironment

Clear Controller
Status
Force Download

Force Download &l ion Computer Name:DEYS

Security
Format and Statistics
Enable Optional Software  #

On Line PC__ 200 -14
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The test wizard will guide you through automatic setup of the card formats and a complete
hardware and software test.

On the Test Wizard screen type in the card number of one of the cards which you would like
to test and select Next.

@Tesl Wizard I

' ﬁesl Wizard !ll
T N

Fleaze twpe in the cand number in the box below.

Card Mumber |1 o

0 Pleaze go to the nest step.

Mest I LCancel I

|offLine | |

Ensure your AX200 controller is still connected to the PC i the Test Wizard will now check
and communicate with the controller. If the controller is communicating correctly a green
acceptance tick is displayed.

The Test Wizard now requests that a card is swiped or presented to the reader.

@Tesl Wizard I

ﬁest Wizard !J
e A

@ Fleaze prezent your test card to the reader.

Wiaiting far card data........

Back TdEw:

| On Line | Device name: Main entrance |

The Test Wizard will now check and verify the card format, facility code and card number.
Select Next to continue.
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_‘ﬂ_ Test Wizard

bffyesl Wizard
B A

Flease present vour test card ta the reader.

The card infarmation is:

o Format: 50 Bit 21D EM
Card Nurmber: 10 :
Facility Cade: 15 nk -

Please go to the nest step.

LCancel

Back

| On Line | Device name: Main entrance

The Test Wizard will now configure the card format, cardholder, and access point and
download the data to the controller. Select Next to continue.

@ Test Wizard I
s il
Test Wizard -
B A
Moy the syztem will build the configuration faor this card and
download the database to the controller automatically.
Flease wait......
0K ¢
Configure card type....... Cionel 5 K
Configure cardhalder.... “; o d

Configure access point........
@D atabase download........

Back I lest I [Earze]

| On Line | Device name: Main entrance

Now the Test Wizard will complete a number of hardware tests i please follow the on-screen

prompts.

@ Test Wizard

‘{:esl Wizard
fr A

I Instruction: o i

Dizable high
security mode

oK

Controller should be in high secunty mode.

R eturm to normal
mode. Al valid
cards will have
access.

Skip At =

| On Line | Device name: Main entrance

AX200 Installation & User Guide i October 2009
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1 Unlock Door i presenting your card to the reader once will unlock the door, the
controller LED should stay on green for 5 seconds

i High Security Mode 7 presenting your card to the reader 4 times will test the high
security mode, the controller LED will flash 4 times red every 5 seconds

1 Normal Mode i presenting your card to the reader again 4 times will put the system
back to normal mode, the controller LED flashes green every 5 seconds

i Door Latched Open i presenting your card to the reader twice will latch the door open,
the controller LED will flash green twice every 5 seconds

i Door Locked i presenting your card to the reader twice again will lock the door, the
controller LED flashes green every 5 seconds.

Select Next to continue.

@ Test Wizard I
,T’est Wizard _'J
"n A
Cormmands Test
Click on the test buttons 1 -- 5.
1 Remote REX Button |
2 Door Unlacked |
3 Set High Security Mode |
4 Dead Lock |
i Set Normal Mode |
_ s | HE7
| On Line | Device name: Main entrance |
@ Test Wizard I
t[’esl Wizard !I
" ~,
Test Results
Local Reader Test
Open Door | Set High Security | Set Normal Mode |SetD00r Unlocked
PC Command Test
Remote F|E><| Set High Security | Set Mormal Mode| Set Door |Dead Lock
Unlocked
Frint Report I Delete Test Card |
On Line Device name: Main entrance |
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Test Wizard E I

The zystemn has been successfully zet up and tested.

“r'ou can now add user cards from the 'Cardholder' icon or zet-up additional features
of the controller uzing the ‘Access Point’ icon,

Once completed, additional cardholders can be added by selecting the cardholder icon or
through the cardholder configuration screen. Optional features can be set through the access
point configuration.

Cardholder

Cardholder configuration consists of five elements

Main Settings
Other Info
Mode Settings
Personal Info
Vehicle Info

E

Adding new cardholders can be done from the main settings screen. The other tabs are for
extra features and additional database fields.

Main Settings
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