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DS-2CD752MF-FB
2.0 Megapixel Vandal Proof 
IP Dome Camera

Specifi cations

Unit: mm                       

• Linux OS embedded
• TI DaVinci hardware compression
• High resolution video preview: 1600×1200 pixels
• H.264 dual stream real time video
   compression in HD720P/4CIF/DCIF/2CIF/CIF/QCIF
• SDHC card local storage
• Support IE client for network preview

DS-2CD752MF-FB

Camera
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Min. Illumination 0.5Lux @ F1.2; 0.1Lux @ F1.2, sense up × 5
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Compression Standard
Video Compression H.264

)mumixam spbM8 ( elbatsujda ,M2 ~ K 23etaR tiB oediV
Audio Compression OggVorbis

Image
Max. Image Resolution 1600 x 1200
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Functions
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Motion Detection Support
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SD Card Local Recording Support
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Password Protection Support
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Interface
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Communication 1 RJ45 10M / 100M self-adaptive Ethernet port and 1 RS-485 interface
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General
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Power Consumption 4W MAX
Working Temperature  -10°C ~ 60°C (“-H” series support-40°C ~ 60°C)
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Impact Protection IEC60068-275Eh,50J;EN50102, exceeding IK10
Dimensions Φ156 × 134.5 (Φ6.2” × 5.33”)

)sbl80.3( g0041thgieW

CMOS
CMOS


